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beginning with the date the facility
first produces electric energy and any
calendar year subsequent to the year in
which the facility first produces elec-
tric energy.

(Energy Security Act, Pub. L. 96–294, 94 Stat.
611 (1980) Public Utility Regulatory Policies
Act of 1978, 16 U.S.C. 2601, et seq., Energy
Supply and Environmental Coordination
Act, 15, U.S.C. 791, et seq., Federal Power Act,
as amended, 16 U.S.C. 792 et seq., Department
of Energy Organization Act, 42 U.S.C. 7101, et
seq.; E.O. 12009, 42 FR 46267)

[45 FR 17972, Mar. 20, 1980, as amended by
Order 135, 46 FR 19231, Mar. 30, 1981; Order
575, 60 FR 4857, Jan. 25, 1995]

§ 292.205 Criteria for qualifying cogen-
eration facilities.

(a) Operating and efficiency standards
for topping-cycle facilities—(1) Operating
standard. For any topping-cycle cogen-
eration facility, the useful thermal en-
ergy output of the facility must be no
less than 5 percent of the total energy
output during the 12-month period be-
ginning with the date the facility first
produces electric energy, and any cal-
endar year subsequent to the year in
which the facility first produces elec-
tric energy.

(2) Efficiency standard. (i) For any
topping-cycle cogeneration facility for
which any of the energy input is nat-
ural gas or oil, and the installation of
which began on or after March 13, 1980,
the useful power output of the facility
plus one-half the useful thermal energy
output, during the 12-month period be-
ginning with the date the facility first
produces electric energy, and any cal-
endar year subsequent to the year in
which the facility first produces elec-
tric energy, must:

(A) Subject to paragraph (a)(2)(i)(B)
of this section be no less than 42.5 per-
cent of the total energy input of nat-
ural gas and oil to the facility; or

(B) If the useful thermal energy out-
put is less than 15 percent of the total
energy output of the facility, be no less
than 45 percent of the total energy
input of natural gas and oil to the fa-
cility.

(ii) For any topping-cycle cogenera-
tion facility not subject to paragraph
(a)(2)(i) of this section there is no effi-
ciency standard.

(b) Efficiency standards for bottoming-
cycle facilities. (1) For any bottoming-
cycle cogeneration facility for which
any of the energy input as supple-
mentary firing is natural gas or oil,
and the installation of which began on
or after March 13, 1980, the useful
power output of the facility during the
12-month period beginning with the
date the facility first produces electric
energy, and any calendar year subse-
quent to the year in which the facility
first produces electric energy must be
no less than 45 percent of the energy
input of natural gas and oil for supple-
mentary firing.

(2) For any bottoming-cycle cogen-
eration facility not covered by para-
graph (b)(1) of this section, there is no
efficiency standard.

(c) Waiver. The Commission may
waive any of the requirements of para-
graphs (a) and (b) of this section upon
a showing that the facility will produce
significant energy savings.

[45 FR 17972, Mar. 20, 1980, as amended by
Order 478, 52 FR 28467, July 30, 1987; Order
575, 60 FR 4857, Jan. 25, 1995]

§ 292.206 Ownership criteria.

(a) General rule. A cogeneration facil-
ity or small power production facility
may not be owned by a person pri-
marily engaged in the generation or
sale of electric power (other than elec-
tric power solely from cogeneration fa-
cilities or small power production fa-
cilities).

(b) Ownership test. For purposes of
this section, a cogeneration or small
power production facility shall be con-
sidered to be owned by a person pri-
marily engaged in the generation or
sale of electric power, if more than 50
percent of the equity interest in the fa-
cility is held by an electric utility or
utilities, or by an electric utility hold-
ing company, or companies, or any
combination thereof. If a wholly or
partially owned subsidiary of an elec-
tric utility or electric utility holding
company has an ownership interest of a
facility, the subsidiary’s ownership in-
terest shall be considered as ownership
by an electric utility or electric utility
holding company.

VerDate 11<MAY>2000 09:13 May 15, 2000 Jkt 190053 PO 00000 Frm 00727 Fmt 8010 Sfmt 8010 Y:\SGML\190053T.XXX pfrm08 PsN: 190053T


